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RECOMMENDED PCB LAYOUT

NOTES:
  1. INSULATOR MATERIAL: PA 6T, UL94V-0, COLOR: BEIGE
  2. CONTACT MATERIAL: BRASS
  3. CONTACT PLATING: .000020" MIN. NICKEL UNDERPLATE, PURE TIN, BRIGHT OVERALL
  4. CURRENT RATING: 1 AMP PER CONTACT
  5. VOLTAGE RATING: 125V AC/DC
  6. INSULATOR RESISTANCE: 1000 MEGOHMS MIN
  7. CONTACT RESISTANCE: 20 MILLIOHMS MAX
  8. DIELECTRIC WITHSTANDING VOLTAGE: 800V AC
  9. OPERATING TEMPERATURE: -25° C TO +85° C
10. MATES WITH SWH201 SERIES SINGLE ROW HOUSING 11626

SWR201-NRTN-S_ _-HM-BG

WAFER 2.0mm[.079"] CC, 1 ROW, HM

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

A 2235 INITIAL RELEASE 05/25/2011 LH

B 2643 UPDATE INSULATOR MATERIAL 'PA 6T' WAS 'PA 46' 09/05/2012 LH

C 3239 UPDATE 'B' DIM. AND RIGHT VIEW OF 2.40mm 
(WAS 2.35mm) 06/12/2015 LH
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 ANGULAR:     

DECIMALS:
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